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must submit to the Coast Guard in-
spector evidence that the COW system
has been installed in accordance with
the plans accepted under § 157.106.

(b) Before the inspections under
§ 157.140 are conducted by the Coast
Guard, the owner or operator of a tank
vessel that is to be inspected must sub-
mit to the Coast Guard inspector evi-
dence that the COW piping system has
passed a test of 11⁄2 times the design
working pressure.

§ 157.150 Crude Oil Washing Oper-
ations and Equipment Manual: Re-
cording information after inspec-
tions.

After passing the inspections under
§ 157.140, the owner, operator, and mas-
ter shall ensure that the following are
recorded in the Crude Oil Washing Oper-
ations and Equipment Manual approved
under § 157.112:

(a) The results of the inspections
under § 157.140.

(b) The following characteristics used
to pass the inspections under § 157.140:

(1) Pressure and flow of the crude oil
pumped to the COW machines.

(2) Revolutions, number of cycles,
and length of cycles of each COW ma-
chine.

(3) Pressure and flow of the stripping
suction device.

(4) Number and location of COW ma-
chines operating simultaneously in
each cargo tank.

(5) Volume of water used for water
rinsing.

(6) Trim conditions of the tank ves-
sel.

PERSONNEL

§ 157.152 Person in charge of COW op-
erations.

The owner, operator, and master of a
tank vessel having a COW system
under § 157.10(e), § 157.10(a)(2), or
§ 157.10c(b)(2) shall ensure that the per-
son designated as the person in charge
of COW operations—

(a) Knows the contents in the Crude
Oil Washing Operations and Equipment
Manual approved by the Coast Guard
under § 157.112 or by the government of
the vessel’s flag state;

(b) On at least two occasions, has
participated in crude oil washing of

cargo tanks, one of those occasions oc-
curring on:

(1) The tank vessel on which the per-
son assumes duties as the person in
charge of COW operations; or

(2) A tank vessel that is similar in
tank design and which has COW equip-
ment similar to that used on the tank
vessel on which the person assumes du-
ties as the person in charge of COW op-
erations; and

(c) Has one year or more of tank ves-
sel duty that includes oil cargo dis-
charge operations and:

(1) Crude oil washing of cargo tanks;
or

(2) Has completed a training program
in crude oil washing operations that is
approved by the Coast Guard or the
government of the vessel’s flag state.

NOTE: Standards of a Coast Guard approved
training program are to be developed.
[CGD 77–058b, 45 FR 43709, June 30, 1980, as
amended by CGD 82–28, 50 FR 11628, Mar. 22,
1985]

§ 157.154 Assistant personnel.
The owner, operator, and master of a

tank vessel having a COW system
under § 157.10(e), § 157.10a(a)(2), or
§ 157.10c(b)(2) shall ensure that each
member of the crew that has a des-
ignated responsibility during COW op-
erations—

(a) Has six months or more of tank
vessel duty that includes oil cargo dis-
charge operations;

(b) Has been instructed in the COW
operation of the tank vessel; and

(c) Is familiar with the contents of
the Crude Oil Washing Operations and
Equipment Manual approved by the
Coast Guard under § 157.112 or by the
government of the vessel’s flag state.

[CGD 77–058b, 45 FR 43709, June 30, 1980, as
amended by CGD 82–28, 50 FR 11628, Mar. 22,
1985]

COW OPERATIONS

§ 157.155 COW operations: General.
(a) The master of a tank vessel hav-

ing a COW system under § 157.10(e),
§ 157.10a(a)(2), or 157.10c(b)(2) shall en-
sure that—

(1) Before crude oil washing a cargo
tank, the level in each tank with crude
oil that is used as a source for crude oil
washing is lowered at least one meter;
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